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UM82152 Cache Controller 


Features 


Controls 32-kB, 4-way, set-associative cache 
Available in 16-MHz, 20-MHz, and 25-MHz speeds 
Direct interface to the 80386 
Direct interface to industry-standard 8K x 8 SRAMs: 
45 ns for 16-MHz systems 
7 35 ns for 20-MHz systems 

25 ns for 25-MHz systems 

@ Full 32-bit addressability for 4-GB memory support 


Pin Configuration 
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CACHE-ADDR6 
CACHE-ADDRS5S 
CACHE-ADDR4 
CACHE-ADDR3 
CACHE-ADDR2 
GND 

SYS-WR# 
SYS-RD# 

Vee 
SYS-ACK # 
OE# 

W3# 


W2# 
Wit 

wo# 
CACHE-ADDR 1 
CACHE-ADDRO 
GND 
CACHE-ADDR12 


Vec 
CACHE-ADDR11 


Cache coherency support 

Software cache invalidation 

On-chip programmable noncached regions 
Write buffer support 

Gate A20 support 

1.5 micron CMOS technology 

84-lead PLCC, JEDEC standard package 
Pin and functionally identical to A38152* 
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CACHE-ADDR10 
CACHE-ADDR9 
CACHE-ADDR8 
CACHE-ADDR7 
GND 

ADDR 12 I 
ADDR 11 

ADDR10 

ADDR I 
ADDR8 


ADDR? | 
ADS# 

Vec 
CLK2 


Vec 

RESET 
SAMPLE 
NON-CACHE# | 


CACHE-FAULT 
ADDR13 . 


Vee 
ADDR14 


ADDR 15 


*A38152 is AUSTEK’s cache controller for 25 MHz 386 AT system. 
Copyright © 1987 AUSTEK Microsystems. All rights reserved. 
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